










EFFICIENCY LEVEL VI INFORMATION

TE40 Series

Single-Voltage External AC-DC Power Supply, Basic-Voltage

Pout ≤ 1 W ≥ 0.5 x Pout  + 0.16

Nameplate Output Power
(Pout)

Minimum Average
Efficiency in Active Mode
(expressed as a decimal)

Maximum Power in
No-Load Mode [W]

 49 W < Pout ≤ 250 W 

Pout > 250 W 

 1 W < Pout ≤ 49 W 

≥ 0.880

≥ 0.875

≤ 0.210

≤ 0.500

≤ 0.100 

≤ 0.100 ≥ 0.071 x In (Pout) --- 
0.0014 x Pout  + 0.67

Single-Voltage External AC-DC Power Supply, Low-Voltage

Maximum Power in
No-Load Mode [W]

Nameplate Output Power
(Pout)

Minimum Average
Efficiency in Active Mode
(expressed as a decimal)

Pout ≤ 1 W ≤ 0.100 ≥ 0.517 x Pout + 0.087

 1 W < Pout ≤ 49 W ≥ 0.0834 x In(Pout) --- 
0.0014 x Pout + 0.609 ≤ 0.100 

≤ 0.210

≤ 0.500

≥ 0.870

≥ 0.875

 49 W < Pout ≤  250 W 

Pout > 250 W 

Disclaimer : The information and specifications contained herein are believed to be correct at the time of publication. However, SL Power accepts no responsibility for consequences arising from reproduction 
errors or inaccuracies. Specifications are subject to change without notice.
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