


ProEnergyBox system design

EFOY ProEneryBox Specs 4060P 4120P

Dimensions (D x W x H) 1092 x 788 x 737 mm / 43 x 31 x 29 inch 1118 x 1118 x 915 mm / 44 x 44 x 36 inch

Weight (empty, on stand) 49 kg / 108 lbs 75 kg / 165 lbs

Housing HDPE Pelican Case w/ handles HDPE Pelican Case w/ handles

Housing color – standard White White

IP-protection category IP 43D Weatherproof IP 43D Weatherproof

Hybrid Power Supply Specs

EFOY Fuel Cell EFOY Pro 900, 1800 or 2800 EFOY Pro 900, 1800 or 2800

Solar Panels (subject to design) Up to 4 x 500Wp Up to 4 x 415 Wp 72 cell solar panels (1660W)

Solar Charge Controller 40A or 60A MPPT 25A or 60A MPPT

Nominal voltage 12 V or 24 V 12 V or 24 V

Temperature range -40 °C to +50 °C / -40 °F to +122 °F -40 °C to +50 °C / -40 °F to +122 °F

EFOY Fuel Cartridges Max 2 x M28 (28L) cartridges Max 4 x M28 (28L) cartridges

Battery capacity @ 24 V / 48 V 2 x 100Ah / 150Ah 12 V Sealed AGM batteries 4x 100Ah / 150Ah 12 V Sealed AGM batteries

EFOY Remote Monitoring Modbus TCP or EFOY Cloud Modbus TCP or EFOY Cloud

Additional space for customer equipment Yes — DIN rail mounting for small devices Yes — DIN rail mounting for small devices

EFOY Pro Hybrid Solutions

Guaranteed power availability 24 / 7 / 365. 30,000
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�  EFOY �  Load �  Solar

Smart, automatic battery charging supplements solar shortfalls.

2x M28 fuel cartridges provide 62 kWh of energy autonomy — enough to power a 
50 W load for 52 days without any solar input. 

Combined with a solar array, the hybrid solution provides approximately 
12 months of energy autonomy and superior power reliability.
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