











@ Programmable DC Power Supply

High Voltage

High Performance Desktop

Linear DC Power Supply

Wide Range

Bidirectional

High Performance

Compact Size

High Power Bidirectional DC Power Supply

Master/Master parallel,
up to MW level

Master/slave parallel,
power up to 1.8MW

Wide Range, High Power

P/W

N35500 Series High Performance High Power
Bidirectional Programmable DC Power Supply

N3200 Series High Voltage Programmable
DC Power Supply

N3410 Series
Triple-channel Programmable DC Power Supply

© Output to 42kW in 3U chassis, up to MW level by parallel

© Battery simulation, photovoltaic simulation (optional), arbitrary
waveform output and other test functions

© Seamless dual-quadrant switching, bidirectional flow of current
between DUT and power grid

© Regenerative load: efficiency up to 93%

© Voltage/current minimum resolution: 0.1V/0.1uA

© Voltage down to 0V to adjust

© Low noise for high accuracy and sensitivity measurement

© LAN port and RS232 interface, supporting SCPI commands

© High voltage output terminal, analog programming interface
and voltage/current monitoring interface

© Voltage range: 6V/32V/60V, supporting series connection to
increase voltage

© Current range: 3A/5A, supporting parallel connection to
increase current

© 3 channels in a standalone, each channel isolated
© Low ripple&noise

N3600 Series
Wide Range Programmable DC Power Supply

N35100 Series
Bidirectional Programmable DC Power Supply

N36100 Series
Wide Range Programmable DC Power Supply

© Power range: 800W~9kW
© Voltage range: 16V~1200V;Current range: 5A~1500A
© Multiple devices operation in cascade mode

© Ultra-wide voltage and current range, one unit can be used as
multiple units

© Small size and high power density, integrating 2500W in 1U
height and half 19-inch width chassis

© Two quadrants seamless switching, the current between the
DUT and the grid flow bidirectional

© Battery simulation, SEQ test, Charge/Discharge test supportable
© CC, CV, CR and CP mode

© Voltage range: 0~300V; Current range: 0~100A
© Power range:500W/900W

©1U height + half 19-inch width, wide range and high power
density

© CC&CYV priority function

N36200 Series
Wide Range Programmable DC Power Supply

N38300 Series Wide Range
High Power Programmable DC Power Supply

N39400 Series High-accuracy
Multi-channel Programmable DC Power Supply

« Ultra compact size, high power density, integrating 10kW in 2U
height and 19 inch width chassis

© Fast dynamic response time,voltage rise&fall time <10ms
© Voltage accuracy: 0.03%+0.02%F.S.
© Support LAN/RS232/RS485/CAN communication control

© Power range: 5SkW~180kW
© Voltage range: 0~2250V; Current range: 0~5100A
© CC&LV priority function

© Ultra-wide voltage and current range, one unit can be used
as multiple units

© Voltage range: 60V/150V;Current range: 4A/6A/10A/15A
© Power range: 200W/360W/600W

© Wide voltage and current range, one unit can be used as
multiple units

© Single device with up to 4 channels, each channel isolated




€ Programmable DC Electronic Load

N6200 Series

N62100 Series-2U 219 inch
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0.1V@600A
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N62400 Series-Ultra low Voltage High Current

- N62300 Series-Portable

0~80V
0~30A

N68000 Series

High Performance High Power

N69200 Series

Realizing power expansion
through master+master and
master+slave

High Power

20~1200A
14.4kW

p Application

P/W

N61100 Series Multi-channel
High Performance DC Electronic Load

N61200 Series
Multi-channel DC Electronic Load

Voltage range: 0~80V/0~150V/0~600V; Current range: 0~120A
High integration, single device up to 12 channels

Operation modes: CC, CV, CR, CP, CV+CC, CV+CR, CR+CC,
CP+CC

Communication interfaces: LAN, RS232, RS485

Power specification: 150W/4CH, 300W/2CH

Integrates 4 channels in 2U height and half 19 inch width
chassis, parallel connection supportable between channels
Support LED simulation function, LED power supply real load
test

Support CC, CV, CR, CP dynamic test, CC dynamic up to 30kHz

N6148 Series

Multi-channel Programmable DC Electronic Load

Power range: 50Wx36CH, 50Wx48CH
Voltage range: 0~100V; Current range: 0~5A
Single device with 36/48 channels
Operation modes: CC, CP, CR

N6200 Series
Wide Range Medium Power DC Electronic Load

Power range: 0~600W/0~1200W/0~1800W

Voltage range: 0~60V/0~150V/0~600V
Current range: 0~50A/0~100A/0~150A

Operation mode: CC, CV, CP, CR, dynamic mode
Stable and reliable CR/CP function supported by hardware

N67000 Series High Speed Programmable
DC Electronic Load

N62100 series
High Performance Benchtop DC Electronic Load

Power range: 150W/300W/600W

Voltage Range;80V/150V, Current range:0-60A

Voltage/current/resistance/power dual range

Ogelggon modes: CC, CV, CR, CP, CV+CC, CV+CR, CR+CC,
+

N62400 Series
Low Voltage High Current DC Electronic Load

Power range: 0~6000W

Voltage range: 0~40V;Current range: 0~1200A

Min. operating voltage as low as 0.2V when loading current
1200A

Operation modes: CC, CV, CP, CR, dynamic mode

N68000 Series
High Power DC Electronic Load

N69200 Series High Performance High Power
Programmable DC Electronic Load
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Ultra-high speed: 60A/us slew rate per unit, >100A/us in parallel

Ultra-low operating voltage: 0.7V at 360A
CV, CC, CP, CR three ranges, wide measurement range

Supporting SEQ test, discharge test, charge test, OCP/OPP
test and short-circuit simulation

Power range: 2.4kW ~14.4kW
Voltage range: 150V/600V/1000V
Operation modes: CC, CV, CP, CR, dynamic mode

Multiple protection: OCP, OVP, OTP, OPP and reverse polarity
warning

Power range: 2~60kW

Voltage range: 0~150V/0~600V/0~1200V/0~1600V/0~2400V;
Current range: up to 2500A

Voltage measurement accuracy: 0.015%+0.015% F.S.
Operation modes: CV, CC, CP, CR three ranges




N69200 Series High Performance
High Power Programmable '
DC Electronic Load AN

Ultra-High Voltage High-Speed High-Precision
2400V/1600V us-Level load Voltage 0.025%+0.025%F.S.
and response time Current 0.05%+0.05%F.S.
Master/Slave High Power 8 Operating Modes
Parallel Control Density B iUlti-Scenario

3U/6kW Testing Requirements

- Electric vehicles, semiconductors, aerospace, and related areas.

- New Energy: fuel cell stacks and engines, lithium battery packs, supercapacitors, photovoltaic
modules, etc.

- DC Power Supplies: high-voltage switch-mode, industrial, server, and communication power
supplies.

- Power Electronics: DC charging stations, DC-DC converters, onboard chargers, etc.
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